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Thereareseverd chartsinthe Fuel Gas Subcodefor Sizing gaspiping systems.
Thetableslist the maximum capacity of the system based on the piping system
characteristics (such asthelength of the piping system, thediameter of the pipe, and
thesystem materid -- i.e., piping or semi-rigid tubing) and thedelivery conditionsof
thegas(such asthe specific gravity, delivery pressure, and pressuredrop of thegas).
For natural gas, the Department of Community Affairshasbeen advised by PSE& G
New Jersey Natural Gas, South Jersey Gas, and Elizabethtown Gasthat only some
of thetablesare appropriate within the State of New Jersey whenthese gastutilities
arethesupplier. Tablesthat should be used when the above utilities supply gasare
based on a specific gravity of 0.6, a system pressure of 0.5 PSIG or less, and a
pressuredrop of 0.3inch of water column. Thus, Tables402.4(1), 402.4(5), 402.4(7),
and 402.4(19) are the tablesthat should generally be used. Only when specific
informationisgiven onthe plansthat state natural gaswill bedelivered at conditions
other than those described above should the appropriate other gas pipe sizing tables
be used.

It should be noted that Tables402.4(1), 402.4(5), 402.4(7), and 402.4(19)
may not be appropriatefor sizing Liquefied Petroleum Gas (LPG) systems. Unlike
natura gas, wheredesign conditionsfor low-pressure systems have been standardized
by the utilities, L PG systemsare designed and installed by anumber of different
suppliers, sono such standardization exists. Supply pressuresin many caseswill be
higher for LPG systems, resultingin smaller pipesizing thanisrequired if Tables
402.4(1), 402.4(5), 402.4(7), and 402.4(19) are used. Since no uniform supply
conditionsareavailable, it isimportant that information concerning specific gravity,
pressure, and pressure drop are obtained from the supplier, and that the appropriate
tablefrom the Fuel Gas Subcodeisused.
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